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Criss Cross stands on a gentle knoll surrounded by cultivated ficlds !
-and woodland and is reached by unpaved state and private roads. The house
enjoysan immediate environment whose character has changed little since it
was built late in the seventeenth century. Although much altered, the
house retains its original overall appearance and important late—seventeenqL
century detailing.

The brick house is T-shaped in plan, and like necarby Foster's Castle,
and the Mathew Jones House in Newport News, il was o one or a one-andeg-
half~story building with a two-story single-bay projection in the center o
the facade. The original walls are Flemish bond with glazed headers, con-
structed of unusually thick bricks, averaging 8 3/4" x 4 1/4" x 3 1/4n,

The watertable consists of mixed Flemish and English bonds on the main body
of the house, with predominantly Flemish on the porch projection. Much of
the brickwork of the front wall of the projection has been replaced, but ig
rctains a belt course that wraps around the sides between the first and
second floors and breaks upward on the fromtprojection to emphasize the
doorway-.

The three brick gables were replaced with wood in the nineteenth
century, the east end wall being completely rebuilt in wood. At that time
the porch projection was raised several feet and given a less steeply
pitched gable roof. The brick exterior end chimneys also date from the
nineteenth century. However,the original ones apparently were in the same
position since the interior summer beam runs the length of the rooms rather
than being shortened by chimeys projecting inward. In the same period, the
eastern half of the main body was raised to two stories. The window openin&s
are in their original locations, but the trim and sash date from the
nineteenth century. Exterior restoration in 1953 removed the addition
above the porch chamber and returned its roof to the approximate original
pitch. Also during this restoration the frame second floor was removed
from the main body. The pitch of the western end of the main roof is .
believed to have remained unchanged, and Harden DeV. Pratt, the restoration
architect, found one rafter in situ that he believed to be original. The
later brickwork of the front wall of the projection was replaced with new
Flemish bond, as was the frame east end. Wood was retained as the material
of the new gables, rather than rebuilding them in brick.

Tradition has it that the frame back wing was added in 1790, and this
addition appears to have becn raised from one-and-a-half to two stories in
the second half of the nineteenth century. As part of the restoration of
1953, the back wing was encased in one story of brick anrd given a gambrel
roof. Pratt believed that he found evidence of an original north wing in
the brickwork of the north wall. Such a wing, perhaps contalning the
original stair, could have mirrored the form of the existing porch chamber
and formed a genuine cross plan, but no definite evidence was recorded and
it can not be safely assumed that an original wing existed in fuis location.

The original interior plan consisted of a hall-and-parlor on the first
floor, the larger room being entered from the enclosed porch chamber. With
the 1790 addition, the entrance front was changed from the south to the
north, through the new wing. At some point, the eastern part of the large
hall room was partitioned off to form a center hall plan. The partition
was removed in the recent restoration and the main block of the house was
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